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The MiniMacman MIDI Interface allows your Macintosh com- 
puter to send and receive MIDI. 

MiniMacman draws power directly from the computer itself 
and needs no external supply - only the connection of the ser- 
ial cable is required. The included serial cable should be 
plugged into the Serial In connector on the MiniMacman. The 
other end of the serial cable should be plugged into either the 
modem or printer port of your Mac. Either port can be 
used. Just make sure the MIDI program you are using is set 
to use the same port you have your MiniMacman plugged 
into. 

MiniMacman operates in MIDI mode whenever it is plugged 
into your computer AND a MIDI application is run. When the 
unit is properly activated in this fashion, the red Power LED 
will light, indicating it is fully functional. The MiniMacman is 
now able to send and receive MIDI when addressed by a stan- 
dard MIDI application. 

MIDI Data In and Out indicator LEDs are operational whenev- 
er the MiniMacman power LED is lit. These LEDs will flash 
whenever MIDI data is received or transmitted and can be 
very helpful when trouble-shooting your MIDI system. If 
MiniMacman is plugged in and MIDI data is sent by the 
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computer, MiniMacman's MIDI Out LED should blink, indicat- 
ing that data is being sent. If your keyboard's MIDI Out is 



connected to the MiniMacman MIDI In and keys are played, 
the In LED should blink, indicating that data is being received. 



Typically, the MiniMacman's MIDI In should be connected to 
the MIDI Out of your keyboard. The MiniMacman's MIDI Out 
jack should be connected to of your instrument's MIDI In. 

If you need to use the serial port into which the MiniMacman 
is plugged for a printer or a modem you will need to unplug 
the unit. After doing this, plug in the printer or modem and if 
necessary restart your computer. 

If you have any questions about MiniMacman or any of our 
products please call us at: [626] 445-2842. 

Have fun with MIDI! 
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